
Perforated, Kynar finished

aluminum soffit. Color to be

selected by Owner

2 x 2 Ceiling Tile on exposed grid. Tile equal to USG Radar

ClimaPlus. Comply with seismic requirements and building codes.

Color to be selected from manufacturer's standard by Owner. Typ.

to Enforcement and toilet rooms.

LED lighting fixtures

Lithonia series

'2BLT4-48L-ADSM-EZ1-LP835'

or equal as approved by

Owner. Provide 2 x 4

fixtures in Enforcement

room and 2x2 in toilet

rooms

5

8

" gypsum board attached

to structure above.

Surface mounted

LED utility light.

4' LED utility light

attached to structure

above.

75 CFM exhaust fan SP-A200 by Greenheck or

equal. Furnish complete with roof curb and cap.

Recessed ceiling,

damp location

downlight as selected

by Owner (typ. of 2)

2'-0"

overhang typ.

NOTE: Provide above

ceiling insulation securely

supported and as required

by code. R value to comply

with current Energy Code

SCALE HOUSE REFLECTED CEILING PLAN

1/4" SCALE

Exit light centered over door

- provide as required by

electrical and Fire Codes

Wall mounted LED flood light with

aluminum housing suitable for wet

locations equal to ALL PRO by Eaton

'AL3050LPCGY' (typ. of 3)

coordinate locations with Owner

Stained wood to match door

finish and as specified. (typ.)

Removable panels for
elect. access - coordinate
size with Owner.

7'-2"

2'-10" x 3'-4" Wood gate and
jambs designed for heavy duty
use. Heavy duty hinges and
latch with interior thumb turn.
Stain wood to match door
finish.

Solid surface countertop as specified.
Provide openings for elect. and data as
required by Owner.

4
"

3
'
-
4
"

3
'
-
0
"

Interior face of exterior
wall.

Extend countertop over
wall to face of window sill
framing

2"

1'-8" 5" 7"

2'-10"

Solid surface countertop as

specified

Elect. chase - Provide openings

as required by Owner.

Edge apron as required to top

of adjacent wall (1 

1

2

" min.)

1     CABINET ELEVATION

A2

Edge apron - ht. as required
to meet wall below
(min. 1 12" typ.)

Interior face of window
framing

4" cove wall base as noted

2     CABINET ELEVATION

A2

1     CABINET SECTION

A2

1   

A2

4" cove wall base as noted

     CABINET ELEVATIONS AND SECTION

 1/2" SCALE

3
'
-
6
"

1
4
"
-
 
1
9
"

3   REQUIRED HEIGHTS @ ADA TOILETS

A1

 1/2" SCALE

12" max.

3
3
"
-
 
3
6
"

7" to 9"

Toilet paper dispenser

1
7
 
T

O
 
1
9
"

s
e

a
t
 
h

t
.

CL

2
9
"
m

i
n
.

3
4
"
m

i
n
.

4
0
"
 
m

i
n
.

MIRROR

ADA-Compliant water closet with

elongated rim

18"

Wall to CL of

fixture

15"

42"min.

39"- 41"

3
9
"
-
 
4
1
"

1
8
"
 
m

i
n
.

12"min.
24"min.

ADA-Compliant lavatory

with all exposed pipes insulated

5'-0" min.

ADA

Compliant

water closet

1 

1

2" diameter

grab bars (typ.)

3
3
"
-
 
3
6
"

1 

1

2" diameter

grab bars (typ.)

DOOR SCHEDULE

NO. SIZE TYPE FRAME REMARKS

1
3'-0" x 7'-0" x 1

3

4

" STOREFRONT STOREFRONT

2 3'-0" x 7'-0" x 1

3

4

" SOLID WOOD H.M.

3 3'-0" x 7'-0" x 1

3

4

" SOLID WOOD H.M.

4 2'-8" x 7'-0" x 1

3

4

" SOLID WOOD H.M.

5 3'-0" x 7'-0" x 1

3

4

" SOLID WOOD H.M. See Note 2

DOOR NOTES:

1. All interior frames to have a 4" head and 2" jamb

2. Door no. 5 to have a full metal louver as required to provide ventilation

for equipment. Coordinate with Owner
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