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TO STA.

PAVEMENT DESIGN

   NO.

ROAD/ROUTE SHEET

NO.
COUNTY

S.C.

STATE

3

DIV. NO.

FED. RD.
PROJECT ID
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REV. NO. DATE DESCRIPTION OF REVISIONBY

5

6

FOR US 1 BRIDGE PROJECT
TYPICAL SECTIONS EXHIBIT

WIDENING AND REHABILITATION
I-20 (MM 49 - MM 60)
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 STA. 340+00 TO STA. 375+00
STAGE 4 - PHASE 4

USE THIS TYPICAL SECTION:

 STA. 363+00 TO STA. 364+65
STAGE 4 - PHASE 4

USE THIS TYPICAL SECTION:

BARRIER

TEMP. CONCRETE

BARRIER

TEMP. CONCRETE

BARRIER
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BARRIER

TEMP. CONCRETE

PAVEMENT

PREVIOUSLY CONSTRUCTED

PAVEMENT
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PAVEMENT

PREVIOUSLY CONSTRUCTED

PAVEMENT

PREVIOUSLY CONSTRUCTED

AFTER PIER CONSTRUCTION)

BARRIER/PIER PROTECTION

(RECONSTRUCT MEDIAN

US 1 MEDIAN BRIDGE PIER

TO CONSTRUCT PROPOSED

REMOVED IN ORDER

MEDIAN BARRIER TO BE

PREVIOUSLY CONSTRUCTED

PIER PROTECTION

MEDIAN BARRIER/

PREVIOUSLY CONSTRUCTED

REMAIN

BRIDGE PIERS TO

EXISTING US 1 MEDIAN PAVEMENT

PREVIOUSLY CONSTRUCTED
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   BARS WHERE PRESENT IN EXISTING CONCRETE.

   EXISTING TRANSVERSE JOINTS. REPLACE DOWEL

   CONCRETE TO EXISTING CONCRETE AND MATCH

   OR CENTER OF EXISTING LANE. TIE REPLACEMENT

   THE EDGE OF TRAVEL WAY (EXISTING JOINT)

   SHALL TERMINATE TRANSVERSELY EITHER AT

4.REMOVAL OF EXISTING CONCRETE PAVEMENT

   IMPACTED BY PIER CONSTRUCTION ACTIVITIES.

   AND MEDIAN BARRIER AND RESTORE AREAS

3.PROTECT PREVIOUSLY  CONSTRUCTED PAVEMENT

2.AUXILIARY/RAMP LANES NOT SHOWN.

   COMPLETE DRAWINGS.

   TO SHOW AVAILABLE WORK AREA AND ARE NOT

1.TYPICAL SECTIONS PROVIDED ARE INTENDED
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