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COLUMBIA, S.C.
DEPARTMENT OF TRANSPORTATION
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03_Typical_Section

     

$$$date$$$$

$$$$$$path$$$$$$$$filename$$$$$$$$
$$user$$

MPH FROM STA.

                              

     

  

               

NO.
PROJECT IDCOUNTYSTATE

S.C.3

DIV. NO.
FED. RD.

NO.
SHEET

0.5'

4.0'

24'

0.5'

FINISHED GRADE POINT

50:150:1

LC

12' 10.0'

EXISTING GROUND

2:1

2.0'6.0'

12.5:1
4:1

12:1

6:1

14.0'

0.5'

4.0'

24'

0.5'

FINISHED GRADE POINT

50:1 50:1

LC

12'10.0'

EXISTING GROUND

2:
1

2.0' 6.0'

12.5:1

4:1
12:1

6:1

14.0' 12'12'

LC

VAR.

( SHOWN 63.0' )

POINT

FINISHED GRADE

50:1

LC

10'

SHOULDER

0.5'

10.0'

2:
1

2.0'

4:1
EXISTING GROUND

12'12'

12.5:1
12.5:1

12.5:1
50:1

10'

SHOULDER

0.5'

10.0'

2:1

2.0'

4:1
EXISTING GROUND

12' 12'

12.5:1

2.0'

25:1 25:1

25:1 25:1

FROM STA. XX+XX.XX TO STA. XX+XX.XX

USE THIS SECTION ON CIP (EARTH DIVIDED)

FROM STA. XX+XX.XX TO STA. XX+XX.XX

USE THIS SECTION ON CIP (BARRIER DIVIDED)
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