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Weighted 
Rating 
(WRT)

ERS Type5,6 IR2,7 1 1 3 3 1 2 1 3 2 2 3 3

SF3 3 3 2 2 2 3 4 4 3 4 2 4

WR4 3 3 6 6 2 6 4 12 6 8 6 12 0 0 0 74
SF 2 3 2 2 2 4 4 4 4 4 1 3
WR 2 3 6 6 2 8 4 12 8 8 3 9 0 0 0 71
SF 3 3 4 3 2 3 4 4 1 3 3 4
WR 3 3 12 9 2 6 4 12 2 6 9 12 0 0 0 80
SF 2 2 1 1 2 3 4 3 2 4 1 2
WR 2 2 3 3 2 6 4 9 4 8 3 6 0 0 0 52
SF 2 2 3 3 2 2 4 2 2 3 3 3
WR 2 2 9 9 2 4 4 6 4 6 9 9 0 0 0 66
SF 2 2 3 3 2 1 4 2 2 3 3 3
WR 2 2 9 9 2 2 4 6 4 6 9 9 0 0 0 64
SF
WR 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
SF
WR 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1Importance Selection Factor
2Importance Rating ‐ Ranges from 1, least important, to 3, most important
3Suitability Factor ‐ Ranges from 1, least suitable, to 4, most suitable
4Weighted Rating ‐ Product of IR * SF
5ERS type per Chapter 18 of latest version of GDM
6Reinforced Soil Slopes (RSS) may be used as an ERS
7GEOR to provide written justification for selection of IRs by project team
8Additional ISFs may be added; however, GEOR to provide written justification
for additional ISFs as well as selection of IRs by project team
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Sheetpile Wall
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GDM Section 18.4


